WYNN’S ULTRA POWER 3

PROFESSIONAL RANGE

CONCENTRATED FORMULA
CLEANS ALVES, INJECTORS
&.COMBUSTION, CHAMBERS
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\ NOT FOR RETAIL SALE

Wynn’s Ultra Power 3 is professionally formulated to safely clean intake valves, fuel injectors and
combustion chambers.

Wynn’s Ultra Power 3 is an easy to use, safe and effective service solution to fuel system contamination issues
in modern, engine management controlled vehicles.

Product Number Pack Size Carton Qty.
61501 1L 6
61515 500ml 12

Wynn’s Manufactured & Distributed by ITW AAMTech

An lllinois Tool Works Company, 1-9 Nina Link, Dandenong VIC 3175

Tel: 1800 177 989 | Email: wynnsaus@wynns.net | Website: www.wynnspro.com.au
ABN 63 004 235 063
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PROFESSIONAL RANGE

Wynn’s Ultra Power 3 is a concentrated mixture of
organic cleaning solvents, detergents, lubricating

oils, rust inhibitors and other components that will
clean deposits on fuel injectors, intake valves and
combustion chambers. Wynn'’s Ultra Power 3 restores
lost power, helps improves fuel economy, and reduces
exhaust emissions.

Wynn’s Ultra Power 3 is formulated for use with
Wynn'’s FuelSystemSERVE+® (Product No. 68432) or
Wynn'’s FuelSystemSERVE® (Product No. 68436), as
directed in the equipment manual.
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Cleans intake valves, fuel injectors,
and combustion chambers.

Restores lost power and fuel economy.

Lubricates and conditions injectors.

Protects against rust and corrosion.

Eliminates engine surging,
stalling and hesitation.

Reduces exhaust emissions.

Safe for oxygen sensors
and catalytic converters.

The chemical is put into the Wynn’s FuelSystemSERVE® tank. This product does not have to be diluted and may be
circulated back to the fuel tank. It will not harm any fuel system components, including fuel system sensors, filters,
catalytic converters, particulate traps and plastic materials such as those sometimes found on injection pumps.

To ensure best cleaning results are achieved, its important to install the supply and return hoses after the fuel filter

which prevents the dilution of the chemical.

Do not spill Wynn's Ultra Power 3 on painted surfaces. If accidentally split on paint, wash off immediately with water.
Do not use or store Wynn’s Ultra Power 3 near sparks, heat, or open flames. Keep arear ventilated during use.

After completing this cleaning service, add Wynn’s Petrol Inject-A-Clean (Product No. 61001) in the fuel tank for

continued fuel system maintenance and improved performance.
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The data concerning properties and applications of the indicated products are offered in good faith and are based on our research and practical
experiences. Due to the versatility of the application possibilities, it is impossible to mention all details and we do not assume any obligations or
responsibilities resulting from this. When a new edition appears due to the technical development, the preceding data are no longer valid
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